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NOTES

1. DO NOT SCALE FROM DRAWING.

2. THIS DRAWING IS TO BE READ IN

CONJUNCTION WITH ALL OTHER

CONTRACT DOCUMENTS AND DRAWINGS.

3. GULLY COVER AND FRAMES TO BE D400

(DMRB HA 104/09) 150mm MIN HEAVY DUTY

AND COMPLY WITH DESIGNERS

INFORMATION FOR HYDRAULIC DESIGN.

GULLY COVER TO BE PEDESTRIAN

FRIENDLY IN SHARED AREAS.

4. THE MINIMUM DEPTH FROM THE TOP OF

   THE GRATING TO THE TOP OF THE GULLY

OUTLET IS TO BE 750mm WHEN THE

CONNECTING PIPE IS UNDER A

CARRIAGEWAY OR A HARD SHOULDER

AND 600mm ELSEWHERE.

5. PRECAST CONCRETE GULLIES AND

COVER SLABS SHALL BE TO B.S.

5911-6:2010.

6. WHEN AN INSITU CAST GULLY HAS A

TRAP, THE STOPPERS SHALL COMPLY

WITH THE REQUIREMENTS OF B.S. 5911-4

AND BS EN 1917.

7. ALL ST CONCRETE SHALL BE TO MCHW

CLAUSE 2602.


